
18in
[457.2mm]

MIN BEND RADIUS
FOR CABLE: 7mm [0.28in]

9WAY 7/0.1
SCREENED ROUND CABLE

15 WAY HIGH DENSITY
D-TYPE PLUG

Ø3/8in
[9.525mm]

PLAIN BARREL

SPHERICAL TIP
Ø0.16in
[4mm]

 0.55in
14.0mm

 

 0.37in
9.5mm

 

 2.63in
66.9mm

 

 4.48in
113.9mm

 
0.59in

15.0mm

0.47in
12.0mm

 

TRAVEL

PIN 1 PIN 5

PIN 15

PIN 1 GROUND (LIMIT AND Vcc) PIN 9 IDENT RESISTOR

PIN 2 FORWARD LIMIT PIN 10 5 VDC

PIN 3 REVERSE LIMIT PIN 11 ENCODER CHANNEL A

PIN 4 RESERVED FOR FUTURE USE PIN 12 RESERVED FOR FUTURE USE

PIN 5 MOTOR (-) PIN 13 ENCODER CHANNEL B

PIN 6 RESERVED FOR FUTURE USE PIN 14 RESERVED FOR FUTURE USE

PIN 7 MOTOR (+) PIN 15 RESERVED FOR FUTURE USE

PIN 8 RESERVED FOR FUTURE USE
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Z812B 0.2 kg

B

Z812B ACTUATOR

N/A
KBS
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