
80mm (min)
3.15in

2.0mm
0.08in

68mm

(NOMINAL
BEAM HEIGHT)

2.67in

126mm
4.96in

187.4mm
7.38in 151mm

5.95in

160mm
6.30in

SAF1900S GAIN CHIP
IN SUBASSEMBLY

Z812 MOTORIZED ACTUATOR
(CABLE NOT SHOWN)

M6 OR 1/4x20 BOLTS TO
OPTICAL BREADBOARD
(3 PLACES: METRIC OR 
INCH COMPATIBLE
MOUNTING)

ROTATION BEARING
(GRATING PIVOT POINT)

TLK-352230-C
(MOUNTED
ASPHERIC
LENS)

TLK-G0600M
(LITTMAN
GRATING
ASSEMBLY)

TLK-MHA1
(MODE HOP ADJUSTER -
ADJUSTED BY MICROMETER)

TDC001 (SUPPLIED T-CUBE DC SERVO CONTROLLER)

TDS001 (SUPPLIED T-CUBE 15V POWER SUPPLY

36mm
1.41in

76mm
2.98in

92mm
3.62in

TO LASER
TEMPERATURE
(TEC) CONTROLLER

DB9 MALE
CONNECTOR

DB9 FEMALE
CONNECTOR

SUPPLIED CABLE
DB15 MALE
CONNECTOR

BREAKOUT BOX
(CABLE FROM TUNABLE
LASER KIT TO CUSTOMER'S
LASER CURRENT AND
TEMPERATURE CONTROL)

TO LASER DIODE
CURRENT CONTROLLER

A
TLK-L1900M
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Tunable laser kit (1900nm Littman)
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